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DRAÍOCHT 
Technical Specification: STUDIO 

 

 

Auditorium: 92 seats max/72 in second configuration 

This number to include wheelchairs (normally 2no. seats 

required), camera positions etc 

  

Facilities for the disabled: Limited wheelchair spaces (min 2 seats per wheelchair). 

Please contact Box Office to discuss. 

Disabled parking, level access: all facilities fully accessible. 

  

Performance area: 12500mm x 10900mm (wall – wall) 

  

Height to Grid: 5000mm 

  

Floor: Junkers floor covered with black marley dance floor. No 

screwing or fixing to the floor permitted. 

 

Drapes:  

2 No. Black Tabs .    5000mm x 5000mm 

2 No.  Black Tabs    6000mm x 4750mm 

10 No. Black Masking legs.    1400mm x 5000mm 

1 No. White Cyclorama   10000mm x 5000mm 

 

Please note the Black tabs are located on two separate Tab Tracks and are non-

moveable. 

 

Lighting Control System: 

Strand Series 200 24/48 channel control desk running DMX 512  

OR 

Strand Series 500 2000 channel lighting control c/w R120 Riggers Remote, 1 x VGA 

Monitor and Keyboard. 

OR  

Apple Mac Mini with NOMAD Dongle & Gadget DMX - USB device 

1no. VGA monitor, 1no Keyboard & Mouse. 

Contact PM to discuss. Not always available and no guarantee of availability. 

NOMAD OS to be the lastest released version where possible. 

 

Dimmers:  

36 No. Zero 88 Beta Pack dimmers, c/w 16A outlets. 

Please note all lighting equipment operates on 16A C-Form system. 
The house lighting is controlled from a separate manual dimmer switch located in control 

room at back of auditorium 

 

Circuits: 

 42 No. Circuits. 

 

Lantern Stock: 

12 No. ETC Source 4 Junior Zoom 25-50 

profiles 

575watt (Take “M” size gobo) 

4 No. Selecon Axial 15/32 profiles 600 watt (Take “M” size gobo) 

17 No. Source 4 Pars 750 watt Complete w/lenses 
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15 No. Quartet F 650 watt  

6 No. Quartet PC 650 watt  

 

Sound Spec: 

1 No.   Yamaha LS 9 – 16channel digital mixing desk, 

1 No.    Dynacord Power Max P3 P.A. system utilising 15in bins & 12in tops 

Please note position of PA on the front of the stage. Please refer to plans. 

 

 

2 No.  EV SX 300 speakers for monitor use. 

1 No.  Crown XLS 402 amp 

18 No. Mic Lines from stage 

 

Sound Spec cntd: 

6No.  Returns to stage. Located DSL 

 

Playback: 

1 No.  Denon CD player DN C635  with auto pause 

1 No.           Tascam MD player 350             with auto-ready 

 

 

Communication: 

1 No. ATS Tecpro Power station  

2 No. Stonewood Beltpacks & Headsets 
 

 

 

Show Relay: 

Show relay is 100 volt line system separate from the ATS Tecpro system. 

This is controlled from the main control room. 

Show relay is available in all dressing rooms & The Green Room with individual 

volume control and the ability to switch between the main & the studio space. 
 

 

 

Height Access Equipment: 

2 No. 12ft wooden A-Frame  Ladder 

1 No. 10ft Wooden A-Frame Ladder 

1 No. 6ft Wooden A-Frame    Ladder 

1 No. Zip up Aluminium Tower 6ft x 4ft with max height of 4700mm 
 

 

 

 

Get In Access: 

The studio space is located on the first floor to the side of the building. Access is up a 

wide stairwell with smaller doors as you reach the studio. If you have any large awkward, 

bulky set pieces, please contact us in advance to discuss. 

Please see PDF of the get-in route showing maximum door dimensions etc. 
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Backstage Accommodation:  

1 No. Large Dressing Room Accommodate   18 

1 No. Medium Dressing Room Accommodate    7 

1 No. Green Room  C/w fridge, kettle and microwave 

Washing Machine & Dryer. 
 

 Disabled shower/toilet and toilet are located on the Green Room Corridor. 

 There is a shower located in the first dressing room. 

 There is show relay available to both dressing rooms & the green room. 

 Dressing Rooms complete with mirrors & mirror lights. 

 There is backstage space for a maximum of 25 people. 

 The Green Room is a shared space with the main stage. It is not a dressing room 

for company use. 

 

 

 

 

 

Ancillary Power: 

 Numerous 13 amp sockets located around the stage & auditorium. 

 Numerous 13 amp audio sockets located around the stage & auditorium. 

1no. 3 x 63 3phase switched fuse supply powering the dimmers 
 

 

 

 

 

The above specifications are correct at the time of print.  

Please confirm and check with the Production Manager before your show get-in to 

ensure your requirements are met.  

 

Not everything may be available due to repairs/maintenance.  

 

This information is also available from the Draiocht website. 

 

This list is not a guarantee of availability. 

 

 

 
Dylan Connolly                                                          Laura Murphy 

Production Manager                                Technical Stage Manager 

Draiocht   

The Blanchardstown Centre  

Dublin 15  

Ireland.  

Tel: +353 1 809 8025 +353 1 8098023 

Fax: +353 1 8243434  

Email: dylan@draiocht.ie                       laura@draiocht.ie 

www.draiocht.ie  

mailto:dylan@draiocht.ie
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Image of studio through to the back wall from seating bank: 

 

 
 

2nd Image showing fire exit through to the back wall. 

 



 
Draiocht Studio Technical Specification July 2020 Page 5 

  

 

Studio to the back wall from the front row. 

 


